COVERAGE

TECHNICAL DATA

20kg of Abastik is sufficient for approximately 11m2 on walls, using
a 6 x 6 x 6mm notched trowel and 7m2 on floors using a 10 x 10 x
10mm notched trowel. The coverage will vary depending on substrate
condition, tile type and application technique.

Colour:
Mixing Ratio:

PACKAGING
ABA Abastik is packed in polylined paper sacks – net weight 20kg.

ABA Abastik has a shelf life of not less than 12 months when stored
in the original unopened packaging, in a dry place at 23ºC and 50%
relative humidity.

Pay attention to the following:

•A
 bastik is only suitable for minimal movement. When setting tiles
on substrates where movement is anticipated, we recommend the
use of ARDEX X56, ARDEX X77, ARDEX X78 or ABA Abaflex where
appropriate.
•F
 or setting of moisture sensitive natural stones, please refer to
products in the ARDEX Natural Stone System.
•A
 bastik is not suitable for use over timber floors or fibre cement
sheeted timber floors.
•D
 o not use Abastik in continuous immersion applications e.g.
swimming pools, tanks, etc. ARDEX provides other systems.
• Covered external tiling must have adequate falls for drainage.

ABA PRODUCT GUARANTEE

SAFETY PRECAUTIONS
This product is considered non hazardous in normal usage. The
presence of cement in the product gives an alkaline mortar which may
cause some irritation if prolonged contact with skin takes place.
Avoid contact with skin and eyes; in case of contact with the eyes, rinse
immediately with plenty of water and seek medical advice; wear suitable
gloves and eye protection and keep the product out of the reach of
children. Avoid generation of airborne dust during mixing. If swallowed
do not induce vomiting, give a glass of water and contact a doctor.
For further material safety data, consult the latest Material Safety Data
Sheet.

ABA Products manufactured by 
ARDEX Australia Pty Ltd

 0 Powers Road Seven Hills NSW 2147
2
Email: techinfo@ardexaustralia.com
Web: www.ardexaustralia.com
ABA Technical Services Toll Free: 1800 300 863

Application Properties at 23ºC and 50% RH
Open Time:
25 minutes
Adjustment Time:
30 minutes
Grouting Time:
24 hours Pot Life: 3 hours
Mechanical Properties (AS 4992)
Tensile adhesion strength after:
28 days dry:
>0.5 MPa
Water immersion:
>0.5 MPa
Heat Ageing:
>0.5 MPa
Freeze Thaw:
>0.5 MPa
Transverse Deformation:
>2.5mm

SHELF LIFE

ARDEX AUSTRALIA PTY LTD

Off White Powder
Approx 6.5L water per 20kg powder

Ardex Australia Pty Ltd (“we” or “us”) guarantees
this product (also referred to as “our goods”) is free
from manufacturing defects and will perform to any
applicable specification published by us for 15
years from the date of application of the product if
such application occurs within this product’s
specified shelf life. Our liability under this guarantee is limited at our
option to replacement of the product, repair of any damage to the
immediate surface or area of application of the product, or the cost of
such replacement or repair, in each case if we are satisfied loss or
damage was due to a breach of this guarantee. This guarantee does not
apply if damage or loss is due to failure to follow our published
instructions or any act or circumstance beyond our control, including
shade variations and efflorescence and faulty workmanship on the part
of any installer or applicator of the product. If you wish to make a claim
under this guarantee you must notify us (address: 7/20 Powers Road
Seven Hills NSW 2147; phone: 1800224070; email: techinfo@
ardexaustralia.com), identify the product and provide evidence of your
purchase and the subsequent application of the product within 30 days
of any alleged loss or damage occurring. We reserve the right to ask
you for satisfactory evidence of any alleged loss or damage and to
undertake any inspections and tests necessary to establish your rights
under this guarantee. Any claim under this guarantee is at your cost.
This guarantee is in addition to any rights or remedies you may have as
a “consumer” under the Australian Consumer Law and to that extent
you need to be aware that: “Our goods come with guarantees that
cannot be excluded under the Australian Consumer Law. You are
entitled to a replacement or refund for a major failure and for
compensation for any other reasonably foreseeable loss of damage. You
are also entitled to have the goods repaired or replaced if the goods fail
to be of acceptable quality and the failure does not amount to a major
failure”.

The technical details, recommendations and other information contained in this data sheet are given in good
faith and represent the best of our knowledge and experience at the time of printing. It is your responsibility
to ensure that our products are used and handled correctly and in accordance with any applicable Australian
Standard, our instructions and recommendations and only for the uses they are intended. We also reserve the
rig ht to update information without prior notice to you to reflect our ongoing research and development program.
Country specific recommendations, depending on local standards, codes of practice, building regulations or
industry guidelines, may effect specific installationrecommendations. The supply of our products and services
is alsosubject to certain terms, warranties and exclusions, which may have already been disclosed to you in
prior dealings or are otherwise available to you on request. You should make yourself familiar with them. ©
ARDEX Australia Pty Ltd 2012.. All aforementioned products are the trademarks of ARDEX Australia Pty Ltd, its
licensors and affiliates.

